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-Crossbonding link box KTK-3 is designed for a
transposition of screens of power cables of 10-500kV.

- The response surgearresters - 6 kV.
- Wires transposition and earthing wire are not included.

- Wires for transposition of the screens and the
earthingwire should be copper, stranded wire sizes from 70
to 400 mm ? and the insulation withstand voltage of 10 kV
DC.

- Complete with fixing clamps for hexagon crimping on
copper conductors section from 70 to 400 mm®.

- Conductor cross-section of wire and the outer diameter
must be specified when ordering boxes.

- Enfrances of wires of a transposiftion are pressurized by
thermoseated tubes CFM Raychman 85/25 black with glue
(6 pieces on 200 mm), being included in the package
deliveries.

- (Cable end fixing clamps are pressurized by thermoseated
tubes CFM Raychman 56/16 black with glue (7 pieces on
200mm), being included in the package deliveries.

- Protfection class: IP54, IP68.

- Climatic performance UHL 1.

- Housing box must be grounded in accordance with the
PUE.

[lo3. HaumeHoBaHue OnucaHue Kon.
1 |Box Stainless steel /
2 |Cap Stainless steel /
3 |Grounding bar Tinned Copper 3
4 |\Surge Arresters OlMH-PB-6/7,69X/11 3
5 llnsulator NOCK 10-8 YX/12 6
6 lcvsg / énp ut node Bronze / Brass 6
7 |Cable lugs Tinned Copper 6
PKCKTK3.000
/lum. Macca Macwmad
e e Crossbonding link box 6431 15
[lpo8. Burushin 30.0112 K T K - 3 !

/lucm | /lucmoB 1

LLC "RKS-plast”
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